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DETAIL P

PENDANT SOFFIT LUMINAIRE INSTALLATION
 

 

 

 

 

 EVEN WITH BOTTOM GIRDER

DECK SLAB

CENTER BETWEEN GIRDERS

CONDUIT STRAPS

LUMINAIRE
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DRILL AND TAP
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�"C, LIQUID-TIGHT HUB

HOLE FOR THE ANCHORS SHALL BE

DRILLED WITH A NON-PERCUSSION

STEEL IS ENCOUNTERED, THE ANCHOR

SHALL BE RELOCATED AND ABANDONED

HOLE PLUGGED WITH COLOR MATCHING

TYPE DRILL. WHEN REINFORCING

CONDUIT AND JUNCTION

BOX CAST IN NEW

STRUCTURE

JUNCTION BOX OR

EXTENSION RING

SURFACE MOUNTED

CONDUIT ON EXISTING

STRUCTURE

GALVANIZED

NUT AND

WASHER

PCC MORTAR

TOP VIEW

SIDE VIEW

(15^ SWING, 250 lb RATED)

ELECTRICAL SYSTEMS

STRUCTURE INSTALLATIONS)
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REVISED STANDARD PLAN RSP ES-9E

DATED OCTOBER 30, 2015 - PAGE 479 OF THE STANDARD PLANS BOOK DATED 2015.

RSP ES-9E DATED APRIL 15, 2016 SUPERSEDES STANDARD PLAN ES-9E DATED

TO ACCOMPANY PLANS DATED                

No. 7 PULL BOX FOR BALLAST

SUSPENSION CONDUIT �"C Min LENGTH

AS REQUIRED

NEMA TYPE 4 [0.135"]

6" x 6" x 6"

JUNCTION BOX

.

�"   ANCHORS (TOTAL 6) April 15, 2016
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